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1 Objectives 

The focus of this program is fundamental research in general methods of analysis and design of 
complex uncertain nonlinear systems. Our approach builds on our recent success in blending ro- 
bust and nonlinear control methods with a much greater emphasis on the use of local and global 
techniques in nonlinear dynamical systems theory. Specific areas of interest include real-time tra- 
jectory generation for unmanned aerial vehicles, geometric mechanics and nonlinear stabilization, 
and unified techniques for stabilization of nonlinear systems that combine model predictive control 
techniques with control Lyapunov function techniques. In addition, we are exploring techniques for 
modeling and control of chemically reacting systems, with applications to gas turbine engines and 
materials growth. 

2 Status of Effort 

This activity is now complete. The program has developed new theory and tools for nonlinear con- 
trol, including a unified approach to nonlinear stabilization that combines model predictive control 
(MPC) with control Lypaunov functions (CLFs), new results in nonlinear control of mechanical 
sytems, and applications of linear parameter varying control to aerospace systems. The results of 
the program are described in detail on the project homepage: 

http://www.cds.caltech.edu/~murray/projects/afosr95-vehicles/ 

3 Accomplishments 

In this section we give a brief summary of the major accomplishments of the program. Details can 
be found in the references and on the project homepage. 
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sensors and actuators for system identification and structural control. In past years, we have 
developed a model of the ACTEX structure based on experiment data from space tests and have 

developed controllers for our model. 
The vibration attenuation controllers we designed for the ACTEX satellite have been tested in 

space by TRW. These controllers performed better than open-loop in parts of the frequency domain 
and worse than open-loop in other frequency ranges. Our analysis indicates that these controllers 
were implemented with an incorrect sign. Therefore, TRW plans to re-uplinked these controllers 
with the correct sig.* oo the ACTEX satellite and send us the on-orbit experimental results. 

In the area of linear parameter varying systems, the results of our research under the AFOSR 
PRET program has led to three new research programs at UMN. A direct out growth of our work 
under the AFOSR PRET program is funding from NASA Dryden to synthesize a LPV controller 
for the F-18 Systems Research Aircraft (SRA) in the up-and-away flight regime. The objective is 
take this design from nonlinear simulations to pilot-in-the-loop simulations and then to flight test. 

To date we have synthesized longitudinal and lateral-axis LPV controllers for the Class B flight 
envelope of the F/A-18 SRA. Pilot in the loop simulations are scheduled for August 2000. Upon 
a successful completion of piloted simulation, the next stage is to code these LPV controllers in 
Ada and implement them in the PSFCC research computer and test them in hardware in the loop 
simulations. Flight tests are planned for Spring 2001. 

A second program which has started as an outgrowth of our PRET research is part of the NASA 
Aviation Safety Program, entitled "Application of Linear Parameter-Varying Techniques to Safety 
Critical Aircraft Flight Systems." It is being funded by NASA Langley under the NASA Safety 
Program. Under this program we plan to develop a unified approach to health management and 
control under adverse flight conditions using linear, parameter-varying (LPV) system theory. 

Finally, we have funding from DARPA under the Software Enabled Control program to develop 
theory, algorithms and software modules required to perform inner-loop vehicle control, trajectory 
generation for rapid tactical response and vehicle system management for an unmanned combat 
air vehicle. The goal is a complete, unified design framework to synthesize and simulate individual 
vehicle management systems. All of these research programs build on the LPV control foundation 

developed under the AFOSR PRET program. 

3.3    Dynamics and Control of Mechanical Systems 

Motivated by problems in formation flight for micro-satellite clusters, we have continued our work 
in nonlinear control of mechanical systems by exploring the use of geometric structure in optimal 
control problems. This is relevant for satellites since their dynamics are dominated by Lagrangian 
structure and there is a critical need to exploit this structure to minimize fuel usage. 

Over the past year, we have investigated the optimal control of affine connection control systems 
and achieved some initial results [6]. The formalism of the affine connection can be used to describe 
geometrically the dynamics of mechanical systems, including those with nonholonomic constraints. 
In the standard variational approach to such problems, one converts an n dimensional second order 
system into a 2n dimensional first order system, and uses these equations as constraints on the 
optimization. An alternative approach, which we develop in the referenced paper, is to include the 
system dynamics as second order constraints of the optimization, and optimize relative to variations 
in the configuration space. Using the affine connection, its associated tensors, and the notion of 
covariant differentiation, we show how variations in the configuration space induce variations in 
the tangent space. In this setting, we derive second order equations have a geometric formulation 
parallel to that of the system dynamics. They also specialize to results found in the literature. 



We have also considered the optimal control of time-scalable systems [5]. Tie time-scaling 
property is shown to convert the PDE associated with the Hamilton-Jacobi-Bellman (HJB) equation 
to a purely spatial PDE. Solution of this PDE yields the value function at a fixed time and that 
solutfon can be scaled to find the value function at any point in time. Furthermore, m certain cases 
he unsealed control law stabilizes the system, and the unsealed value function acts^as^ Lyapuno, 

function for that system. For the example of the nonholonomic integrator, this PDE is solved, and 
the resulting optimal trajectories coincide with the known solution to that problem. 

Past theoretical work that has been performed in this area forms a central par of a variety of 
new programs. Under AFOSR funding, we have a program to explore specific problems associated 
with the dynamics and control of micro-satellite clusters (see report in this vo ume)i and we have 
Ilso developed several collaborative efforts with the Jet Propulsion Laboratory (JPL) for deep spac 
missions. In addition, the work in nonlinear control of mechanical systems is part of two new MURI 
proposals that are based on some of the fundamental work performed under this program. 

3.4    Integrated modeling, identification, analysis, and design. 

The use of mathematical models to design large systems involves various instances and possibly 
iterations of modeling, identification, system design and controller synthesis, and various forms 0 

analysis and simulation. We are developing a variety of techniques for attacking individual problems 

as well as integration of these problems. 

. New techniques have been developed for modeling of white noise by employing standard 
statistical tests in order to identify a typical set, and performing subsequent analysis in a 
worst-case setting. The combination of white noise and unmodeled dynamics allows a solution 
to the the robust H2 performance problem, which is rooted in the origins of robust control 

theory. 

. The Woo framework was extended in [1] and [2] to allow for general performance constraints 
when designing controllers in an h setting. Some of these extensions include synthesizing 
controllers for systems subject to a ir v of arbitrary l2 disturbances and deterministic noise 
disturbances [3], and the synthesis of controllers for plants subject to full structured uncer- 
tainty [1]. These results can in turn be combined with other linear matrix inequality based 

solutions, such as the linear parameter varying framework [4]. 

• . A numerically efficient algorithm has been developed for providing a lower bound on robust 
performance of a nonlinear system along a prespecified trajectory [13]. This algorithm has 
been applied to an F16 model and indicates high potential for robustness analysis of this 

type. 

. Developed a technique to compute upper bounds on robust performance by approximating a 
nonlinear system by a rational system which can be represented using linear fractional trans- 
formations [12]. Initial testing indicates that this approach has poor growth characteristics 

and hence is computationally difficult. 

. We have developed robust simulation theory and code for discrete time nonlinear systems. 
Robust simulation allows one to simulate all possible trajectories for a nonlinear system. 
By simulating all trajectories, one can obtain upper bounds on worst case nonlinear pertor- 

mance [10]. 



3.5 Trajectory Generation and Tracking Using Differential Flatness 

Murray and his coworkers have been investigating techniques for online trajectory generation for 
flight control applications, motivated by problems in uninhabited aerial vehicles. The role of tra- 
jectory generation is important in these systems since the pilot is not in the plane and therefore 
cannot provide feasible guidance commands in highly aggressive flight situations. We are investi- 
gating techniques for generating state and input trajectories which satisfy the equations of motion 
and trade off tracking performance for internal stability. Currently we are not explicitly consider- 
ing actuator constraints (magnitude and rate limits), although we believe that the theory can be 
extended to handle this case along the lines of the techniques proposed here. 

The results to date in this area include the development of real-time algorithms for trajectory 
generation and application of those algorithms to a small flight control experiment at Caltech. 
Results on the experiment demonstrate the value of performing real-time trajectory generation for 
situations in which the desired vehicle position is specified in real time (via a joystick) and there is 
a clear increase in performance over standard linear techniques. 

We have also derived conditions for checking differential flatness for different classes of nonlinear 
mechanical systems. In particular, for simple mechanical systems (kinetic plus potential energy) 
with one fewer input that configuration variable, we have given necessary and sufficient conditions 
for a system to be flat in terms of the covariant derivatives of certain objects determined from the 
way in which external forces enter the system. 

3.6 Numerical Algorithms for Analysis and Design of Nonlinear Control Sys- 
tems 

We continue to develop software tools for robustness analysis of nonlinear systems. Our original' 
work in this area (with J. Tierno, now at Honeywell) considered the problem of worst case analysis 
of a nonlinear system along a give trajectory. Although local in nature, the techniques provided 
the ability to incorporate noise, uncertainty in initial conditions, (real) parametric uncertainty, and 
a class of unmodeled dynamics. The information provided by this numerical tool complements the 
more traditional Monte Carlo approach for analyzing robust performance of a system. 

In the past 24 months, we have developed some efficient algorithm:,-for verifying the stability 
of uncertain discrete time piecewise linear systems. While piecewise linear systems are intuitively 
simple, they are computationally hard. Two approaches to verifying stability are presented. For 
each approach, separate necessary and sufficient conditions are given. The first approach requires 
the solution of a linear matrix inequality. This method is only applicable to a restricted class 
of piecewise linear systems, and is generally very conservative. It is demonstrated that for most 
piecewise linear systems, these conditions yield no information. The second, more general, approach 
is based upon robust simulation. This method is useful for all piecewise linear systems, and will 
always yield a definitive answer. If a system initially satisfies necessity, but fails sufficiency, these 
algorithms can be systematically refined and after a finite number of refinements, a definitive answer 
is guaranteed. 

In the past 6 months, we have begun to develop new software for design of nonlinear control 
systems. This software represents a nonlinear system by a collection of Taylor series representations 
of arbitrary order at a given set of points. By using multiple local approximations, we are able 
to better represent nonlinear function in a way which is computationally tractable and fits with 
current nonlinear identification techniques (which include table lookups and linearizations about 
operating points). An initial library of routines has been created which allows standard operations 
such as Lie brackets and involutivity checks.   Future work will concentrate on computation of 



(approximately) flat outputs for nonlinear systems. 

3.7    Dynamics and Control of Chemically Reacting Systems 

For several years, in conjunction with the AFOSR PRET on Aeroengines, we have been exploring 
the use of dynamics and control techniques for modeling and control of chemically reacting systems. 
The primary application in past work has been combustion instabilities, which was pursued in 
collaboration with United Technologies Research Center. Over the past year, we have shift-J 
the focus to a different chemically reacting system, namely materials processing and growth of 
thin films. This work is jointly sponsored by DARPA and NSF as part of the Virtual Integrated 
Prototyping (VIP) program, with the emphasis in this program being on developing new control- 
oriented modeling techniques. 

The system that we are studying is a MOCVD reactor for growth of YBCO super-conducting 
thin films. We have developed a Monte Carlo model of the system and have been using this model 
to explore the response of the system to time-varying growth conditions. We vary temperature and 
partial pressure sinusoidally and identify behavior typical of low-dimensional nonlinear systems. In 
particular, the frequency content of the roughness response is sensitive to the presence of steps in 
the surface, indicating some low dimensional nonlinear effects might be present [8]. 

For closed-loop control of thin film deposition, one would like to directly control film properties 
such as roughness, stress, or composition, rather than process parameters like temperatures and 
flow rates. This requires a model of the dynamic response of film properties to changes in process 
conditions. Direct atomistic simulation is far too slow to be used in this capacity, but a promising 
approach we explore here is to derive reduced-order dynamic models from atomistic simulations. 

In [7] we consider film growth on a vicinal surface using a kinetic Monte Carlo model.   The • 
temperature range spans the transition from smooth step flow to rough island growth. Proper Or- 
thogonal Decomposition is used to extract the dominant spatial modes from the KMC simulations. 
Only five spatial modes adequately represent the roughness dynamics for all simulated times and 
temperatures, indicating that a 5-state model may be sufficient for real-time roughness control. 
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Over the course of the program, many companies and government labs have been involved in the 
work of the center. Click on the links below for more information about the nature of the interactions 
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Software 
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for download. For other software, please contact Richard Murray. 
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• DFA - discrete function approximation, a nonlinear control analysis and design package 
• NTG - nonlinear trajectory generation package 
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ove a   Llty The avlbility of commercial software (specifically the mu-Analysis 
Ä£" Toolbox) provTde industry and government labs usable advance control 

analysis and design tools.           — 

Performer:    Prof Gary Balas, University of Minnesota, (612) 625-6857 

Date: 1997 

Customer:     American Control Conference 

Contact-        Dr. Mike Masten, (972) 995-7986 
D     it«, A short course at the 1997 American Controls Conference on parameter-dependent 
ReSUUS-        *on*ol and     appUc tion to real world control problems (Co-Organizer with Prof. 

Sy Packard). This course provided attendees with a brief background on robust 
control, and linear matrix inequalities (LMIs). The underlining theory^LPV 
svstem was presented as well as the solution to several gam-scheduled control 
Sms thafarise in the LPV framework. To provide ^^?^^^ 

and synthesizing controllers using linear parameter varying (LPV) techniques, we 
prov ded one PC computer for every 3 attendees. We have found this helped reinforce 
Se theory and results presented in the lectures. A total of 55 people from a variety of 
areas abided this course. This was nearly twice the number of attendees than the 

other short courses. 
Application- Application of LPV methods to the F-14 lateral-directional axis powered-approach Application. APP^^ ^^ ^.^ Qf ^^ autopüots> ft chemical process and ^fen 

engines were presented.     

Performer:    Prof Gary Balas, University of Minnesota, (612) 625-6857 

Date: 

Customer: 

Contact: 

Results: 

1997 
MUSYN Inc. and the Naval Air Warfare Center, Patuxent River, MD 

Chris Mullaney, (301) 342-7720 
Application of LPV techniques to the design of power-approach lateral-directional 
flight control law for the F-14. These control designs were compared with the newly 
defe oped digital flight control system (DFCS) which will be introduced into he flee 
in the coming years. In piloted simulations of the powered-approach landing, lead test 
pit Lt. Scott Kelly and Lt. Poindexter of the DFCS ights, gave the LPV gam, 
scheduled designs a Cooper-Harper rating of 4. We have redesigned these LPV 
controllers and are waiting for an opportunity to test them in pilot-m-the-loop 

simulation. 



Application- The high performance, robust, gain-scheduled multivanable controllers per- form as Application  ^ j^p ^^ ^.^ ^ ^^ ^ ^^ to thgse tg t0 ^ 

current and future flight control systems. As systems become more highly coupled 
robust, gain-scheduled multivariable techniques offer a major benefit over classical 
methods in terms of achievable performance, robustness and overall safety. LP V 
software will soon be available in commercial software (specifically the mu-Analysis 
and Synthe-sis Toolbox) provide industry and government labs usable advance control 

analysis and design tools.  _____  

^Performer:    Richard M. Murray, California Institute of Technology, (626) 395-6460 

Date: 1997 

Customer:     Boeing North American 

Contact:        Daniel Hill, (714) 762-1151 
Results-        A collaborative project has been established between Boeing North American 

(formerly Rockwell) and Caltech to apply modern robust control techniques to 
stabilization of an electrostatic gyro and to evaluate performance enhancements due to 
use of mod- ern, multi-variable control techniques. Boeing has committed internal 
funds for FY97 and FY98 to provide technical support and experimental facilities. 
Initial meetings have been conducted to establish the overall direction of the 
collaboration and a student has been identified to work on the project. This work is 
jointly supported by the AFOSR PRET center the AFOSR MURI center on Robust 
Virtual Engineering. 

Application: Application: High performance control of an electrostatic gyro an inertial guidance 
Appncatio     jv^ marketed by Boeing and currently used for ship and submarine applications. 

Performer:    Prof Jerrold Marsden, CDS, Caltech; marsden@cds.caltech.edu 

Date: 1998 

Customer:     Jet Propulsion Laboratory 
Contact:        Dr. Martin Lo, mwl@trantor.Jpl.Nasa.Gov 
Results-        A partially supported AFOSR postdoc, Wang-Sang Koon, in collaboration with 

Jerrold Marsden and Martin Lo, discovered numerically an important heteroclmic 
connection in the three body problem. This heteroclinic connection (in the sense of 
dvnamical systems) is between two halo orbits with the same Jacobi constant; one is 
around the libration point LI and the other around L2. In solar system dynamics such 
as the Earth-Sun system, these orbits are widely separated (by several diameters of the 
moon's orbit). This connection will lead to a deeper understanding of the important 
phenomenon of resonant transitions (studied by, eg, Belbruno and B. Marsden) 
between the inner and outer Hill's region. 

Application: This connection is important in the computation of the dynamics of specific missions 
such as the upcoming Genesis mission as well as the planning of future missions (eg, 
to Europa) and for the understanding of phenomena that are important in 
astrodynamics such as the capture of comets and asteroid impacts. 



Performer:    Prof Gary Balas, University of Minnesota, (612) 625-6857 

Date: 1998 
Customer:     MUSYN Inc. and NASA Langley Research Center 

Contact:        Dr. Chris Beicastro, 757.864.4035 
Results-        Application of LPV techniques to the design of the longitudinal axis of the NASA Results.        App c_vii Transport (HSCT) The difficulty .s that the HSCT ly 

flexible aircraft which will require the active attenuation of flexible body modes as 
well as a standard flight controller. The LPV control designs will be compared with 
the current Boeing flight controller and augmented structural mode control system. 
The LPV designs will be tested in pilot-in-the-loop simulation at NASA Langley and 

NASA Dryden. 
Application: The robust, gain-scheduled multivariable controllers perform as well as the current 

designs These results lend support to these techniques to design current and future 
flight control systems. As systems become more highly coupled, robust, gain- 
scheduled multivariable techniques offer a major benefit over classical methods in 
terms of achievable performance, robustness and overall safety. 

Performer:    Prof Gary Balas, University of Minnesota, (612) 625-6857 

Date: 1998 
Customer:     MUSYN Inc, Johns Hopkins Applied Physics Laboratory 

Contact:        Tom Urban, 240.228.7605 
Results-        Application of LPV techniques to the design of aggressive, high performance missile 

autopilots The objective is to fly the missile at higher angles-of-attack and sideslip 
than previously possible with standard techniques. We have successfully synthesized 
autopilots for aggressive acceleration maneuvers at high mach numbers. 

Application- Future missile systems and urmanned air vehicle can expand their operating range 
with these advanced, gain- .cheduled multivariable techniques. In addition, the 
automated nature of these dynamics will minimize the time between design cycles. 

Performer:    Richard M. Murray, California Institute of Technology, (626) 395-6460 

Date: 1998 

Customer:     Boeing North American 

Contact:        Daniel Hill, (714) 762-1151 
Results-        Results- A collaborative project has been established between Boeing North American 

(formerly Rockwell) and Caltech to apply modern robust control techniques to 
stabilization of an electrostatic gyro (ESG) and to evaluate performance enhancements 
due to use of modern, multi-variable control techniques. A control law has been 
designed and implemented on the ESG using a PC-based real-time control system. 
Robust analysis tools have been used to estimate the achievable performance and 
these results are being compared to alternative navigation technologies. 

Application- High performance control of an electrostatic gyro, an inertial guidance sensor 
marketed by Boeing and currently used for ship and submarine applications. 



Performer: 

Date: 
Customer: 

Contact: 

Results: 

Application: 
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Results: 
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Performer: Richard M. Murray, Caltech, murray@indra.caltech.edu 

Date: 1999 

Customer: United Technologies Research Center 

Contact: Robert Hobbs, (860) 610-7421 

Results: Murray hired by UTRC as Director, Mechatronics Systems. Effective 7/1/98. 

Application: Nonlinear dynamics and control problems in gas turbine engines (Pratt & Whitney), 
rotorcraft and UAVs (Sikorsky), HVAC/R (Carrier), and elevators (Otis). 

Performer: Richard M. Murray, Caltech, murray@indra.caltech.edu 

Date: 2000 

Customer: United Technologies Research Center 

Contact: Robert Hobbs, (860) 610-7421 

Results: Murray worked at UTRC as Director, Mechatronics Systems through 15 March 2000. 

Application: Nonlinear dynamics and control problems in gas turbine engines (Pratt & Whitney), 
rotorcraft and UAVs (Sikorsky), HVAC/R (Carrier), and elevators (Otis). 

Performer: Prof Gary Balas, University of Minnesota, 612.625.6857 

Date: 2000 

Customer: MUSYN Inc., Lockheed Martin Aero, NASA Langley 

Contact: Dr. Christine Beicastro 757.864.4035, Dr. Rowena Eber- 

Results: Synthesize a ight controller for the Gulfstream V using the LPV techniques developed 
under the AFOSR PRET program as part of the NASA Aviation Safety Control and 
Upset Management Program. This work is being performed under the Lockheed- 
Martin AIMSAFE program. 

Application: NASA and Lockheed-Martin view parameter dependent system theory as a potential 
unifying approach to on-line health monitoring and identification, fault detectic.i, 
reconfiguration or adaptation and flight control. 


